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Technical informaion — A2-G25

DESCRITPION

POLYETHER POLYURETHANE FOAM

Features:
» Meets the Requirements of RoHS (Restriction of Hazardous Substances European Union Directive — 2002/95/EC)
« Compliant with European union REACH (Registration, Evaluation and Authorization of Chemical Substances — EC1907/2006.

PROPERTIES

us Metric
Density 1.5+ 10 % Ibs./ft.3 24.03 £ 10 % kg/m3
Tensile Strength MIN / AVG 20 psi 25.0 psi 138 kPa 172 kPa
Elongation MIN / AVG 70% 110% 70% 110%
Tear Strength MIN / AVG 1.20pli 1.70 pli 210 N/M 298 N/M
Indentation Force Deflection
80
25% Deflection Ibs./50 92 Ibs./50 in.2 356 N/323cm? 409 N/323cm?
in.2
160
65% Deflection Ibs./50 200 Ibs./50 in.2 712 N/323cm? 890 N/323cm?
in.2
Retention of Tensile Strength after 5 . o
hours, 120°C, steam autoclave Min. 70%
Retention of Tensile Strength after 22 ; o
hours, 140°C, dry heat aging Min. 70%
. Test Methods: ASTM-D3574-[ latest revision ] Standard methods of testing flexible cellular materials — slab, bonded, and molded urethane foam.

Because varied and numerous applications escape our control, this information is only given as indicative title and without any commitment
on our part. Also, it is compulsory to carry out tests before hand. A wrong application is not the responsibility of the manufacturer.
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