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FIG. 52 SENTRY HINGED PATIO DOOR LOCKS
LEVER ACTIVATED PASSIVE CONFIGURATION MATRIX
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FIG. 53 SENTRY HINGED PATIO DOOR LOCKS
LEVER ACTIVATED PASSIVE ASSEMBLY WITH ROD LENGTHS 23.6” TO 49.6”
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FIG. 54 SENTRY HINGED PATIO DOOR LOCKS
LEVER ACTIVATED PASSIVE ASSEMBLY WITH ROD LENGTHS 57.6” TO 65.6”
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FIG. 55 SENTRY HINGED PATIO DOOR LOCKS
LEVER ACTIVATED PASSIVE PANEL PREPARATION
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FIG. 56 SENTRY HINGED PATIO DOOR LOCKS
LEVER ACTIVATED PASSIVE GEAR
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FIG. 57 SENTRY HINGED PATIO DOOR LOCKS
SHOOTBOLT ROD ASSEMBLY WITH ROD LENGTHS 23.6” TO 49.6”
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FIG. 58 SENTRY HINGED PATIO DOOR LOCKS
SHOOTBOLT ROD WITH EXTENSION ASSEMBLY WITH ROD LENGTHS 41.6” TO 49.6”



SENTRY™  MULTI-POINT

HINGED PATIO DOOR

SYSTEM

16.2h

FIG. 59 SENTRY HINGED PATIO DOOR LOCKS
13999 ROD GUIDE




