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Technical Detail |90° Glass to glass pool gate latch PRODUITS VERRIERS
GLAZING SUPPLIES
90° Glass to glass Glass cut out: Installation Instruction
2-316 2-016
pool gate latch 0 { , , _
® MODEL Max door width |Max door weight | Glass thickness
: o GATE ETURN g¢ PGLGG090170 1000mm 40KG 10 - 12mm glass
PANEL PGLGG090171 1000mm 40KG 10 - 12mm glass
Finishes

11 RECOMMENDED DISTANCE
100-200mm
100
RECOMMENDED DISTANCE
<1800mm

C Spirit Level, Measuring tape,
fr Allen key set,
Plastic wedges
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30 for 10mm Glass
32 for 12mm Glass
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Adjustable 180° Glass to
glass pool gate hinge

Tools required to install:

Step 1. Ensure all glass
panels are made of
tempered glass.

Step 2. Measure the size
and weight of the glass
door. Do not exceed the
max door width and

max door weight.

Step 3. Prepare the glass
as indicated in the
template and at the
recommended distances.

Step 4. Install the latch to
the door as shown in the
drawing.

Step 5. Finish installing
the door and test that it
opens and closes

properly.

170 = Brushed stainless steel
171 = Polished stainless steel

To calculate the maximum door height,
use the following formula where “A” is
the width of the glass and “B” is the
thickness of the glass. All measurements
are in millimeters.

Height
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Max. door height = 40000 + (AxBx0.0025

(Tempered Glass)
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