
TILT-LOCK™ M5 Series Adjustable Base Shoe System
Code No.: SSSM5SHOE1010

4,95” (125,9 mm)

1.49” (38 mm)

3,61” (91,7 mm)

OUTSIDE INSIDE

4.64” (118 mm)

3,61” (91,7 mm)

∅ 0.5” (13 mm)

∅ 1.18” (30 mm)

1,18’’(30 mm)

0,47’’ (12mm)

Kit Includes Qty

Base Shoe:  10’ 1

Cladding:  10’ 2

End Caps 2

Joining Pins 4

Glass Spacers:  4’’ 1

Stabilizing Washers 10

Glass Kit No. Glass Thckness

SSSM5GLASS1 19 to 21,52 mm

SSSM5GLASS2 24,76 to 26,52 
mm

Choice of different glass thickness.
- 8 grips 
- 2 gaskets



TILT-LOCK™ M5 Series Adjustable Base Shoe System

10’ (3048 mm)

3” (76,2 mm) 6” (152,4 mm) 6” (152,4 mm) 3” (76,3 mm)

1.18” (30 mm)

1.33” (34 mm)

0.66” (17 mm)

0.51” (13 mm)

HOLE DETAIL

Code No.: SSSM5SHOE1010



Code No.: SSSM5SHOE1010

4,95” (125,9 mm)

1.49” (38 mm)

3,61” (91,7 mm)

Extérieur Intérieur

4.64” (118 mm)

3,61” (91,7 mm)

∅ 0.5” (13 mm)

∅ 1.18” (30 mm)

1,18’’(30 mm)

0,47’’ (12mm)

Nu. Épaisseur du 
verre

SSSM5GLASS1 19 to 21,52 mm

SSSM5GLASS2 24,76 to 26,52 
mm

Système pour sabot réglable de la série M5 de TILT-LOCK

Inclus Qté

Sabot:  10’ 1

Embouts 2

Goupille d'assemblage 4

Espaceurs de verre :  
4’’

1

Rondelles de 
stabilisation

10

Choice of different glass thickness.
- Huit prises 
- Deux joints d'étanchéité



10’ (3048 mm)

3” (76,2 mm) 6” (152,4 mm) 6” (152,4 mm) 3” (76,3 mm)

1.18” (30 mm)

1.33” (34 mm)

0.66” (17 mm)

0.51” (13 mm)

Code No.: SSSM5SHOE1010

Système pour sabot réglable de la série M5 de TILT-LOCK™

Détail des trous
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